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—5° Serrations
\

MAST ARM MOUNTING - TYPE "MAT"

Curved tfo
fit standard —

Cadmium plated 10 mm &
/> bolt through mast arm
/

~—Mast arm or pipe tenon
Cadmium plated
steel screws\

\
1
3 Cadmium plated |
steel set screws —

Signal housing —
\

Lock ring, seal with gasket

or sealing compound.

_ “—Shake proof lock washer

\
“— Rubber washer

Lock nut —

/
40 mm nipple —

MAST ARM MOUNTING - TYPE "MAS"

- 5°

Serrations

3 Cadmium plated
steel set screws —
\

T\See Note 3

\
— 10 mm @ Bolt

\
- 5° Serrations

For one mounting

For mulitiple mountings
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For 2 NPS pipe, see Note 1.

For 2 NPS pipe. See Note 1.

SIGNAL SLIP FITTERS

Bronze washer curved
to fit standard N

OE

WASHER DETAIL "C"

In Signal standard
ﬁ%

SECTION A-A

13 mm ¢ Standard
bolt galvanized

13 mm @ Lock washer —__ m

180

AL Flat washer

l _— 1Y, NPS Pipe thread

e

Washers, see —<
Detail "C" ™~

>

13 mm @ Nut
Signal standard

Cable guide. Omit /

on upper plate
SECTION B-B
POLE PLATE

For side mountings

TOP MOUNTINGS

For 4 NPS pipe, see Note 2.

5° Serrations —_ J 8 e 5° Serrations
% 1, NPS pipe thread —— N
N 1 \ (=3
5 mm Pin A o
Brass ring to match flange on 'h
signal housing or fitting
»
o
LOCK RING SPECIAL 90 ELBOW ng
Use where locking ring is not integral One for each signal head, except those Q
with signal housing or fitting. with special slip fitter mounting
O
MISCELLANEQUS MOUNTING HARDWARE -
NOTES
1. After mast arm signal has been plumbed and l'l1
N Drill and tap for 1z NPS /— For bolts, see isr?cluil;xzd:uid:nmsl1ié rfr_mirrhlgg\iof‘gr:o%g‘gcgnogTCC?grr:iu%enon »
\\ standard pipe thread \ Vs "Pole Plate" detail plated 10 mm ¢ galvanized bolt with washer under !
\\ 6/—7‘ / in this sheet bolt head through hole and secure with washer, H
| nut, and locknut. Seal openings between mast arm o
\ * ‘ y mountings and mast arm with mastic.
\
a:&‘f 2. (a) Threaded top mounted slip fitter openings
£ s t . w shall be 172 NPS.
5 90 Min J ‘ pan Curved washer,
o @ ,irJ 3 lock washer and (b) Serrations in fittings shall match those on
&l N TX{ o nut, see Section B-8 bottom of signal heads or in lock ring.
Cover — ﬂ:\;\_‘ (c) Top opening shall be offset when backplate
15 mm - is used
Slip fitter—~ gwge:mg(s:rg:rs ‘ . 3. Wireway_shall have a cross section area of
L/é Cable guide 600 mm?2 minimum. Minimum width of 13 mm.

TOP_MOUNTING SIDE MOUNTING
TERMINAL COMPARTMENTS
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